
 WARNING!  
Use this guide at your own risk. Its’ author, provider, and affiliates 
assume no responsibility as a result of its use. 

 

This document is meant to serve as a guide in detail stripping your 
Polish P64 pistol. It’s not intended to be used as an Owner’s Manual or 
for routine maintenance.  

 

This guide can be used in tandem with the P64 Parts List document, 
which can be found here: 
http://www.p64resource.com/board/P64_Parts_List.pdf 

 

Remember, safety first! Check that your firearm is unloaded, then 
check it again! 

 

If you have any questions about this document, please visit the forum 
to start a topic: http://www.p64resource.com/forum 
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P-64 Assembly/Disassembly 
 

 
 

You just need some common 

tools to do this. For disassembly 

use this as guide to remove the 

parts in a convenient order. 



Step 1 



Make sure the cartridge 

indicator is facing the right way 



 

Push in with the left finger 

while capturing the cartridge 

indicator with the lock between 

the spring and guide rod.  See 

below photo. 





This is how it should look 





























 

Start by angling down the front 

edge (area that contacts the 

cartridge case) then advance 

towards the plunger and spring. 





Once part 14 &15 are in place 

align trigger guard and 

compress upward till you can 

insert pin 























Make sure the plunger post is to 

the left of the frame to allow it 

to align to the hole in the sear 





 





Norm has an alternate version 

of doing this step 9.  I will post 

that variation at the end of this. 



















Norm sells extra trigger springs 

that are superior. 















Norm sells extra slide lock 

springs that are tough. 







 
 

 

 

 

 

 



 
 































 




